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1'-0"

1

2

3

C6x8.2 GALV. CHANNEL RAILS, QTY. 3

(TYP.). ATTACH TO L3x3 CLIP ANGLES W/

1/2"Ø GALV. BOLTS.

16 GAUGE GALV. UNISTRUT SUPPORT

(TYP.), AS REQUIRED.

LIGHT FIXTURE, QTY. 2 BETWEEN EA. PAIR

OF COLUMNS (1 EA. FRONT & BACK) OR (4

TOTAL, 2 EA SIDE)

ELEVATION

METAL ROOFING

EXTEND DOWNSPOUT

TO SPLASH BLOCK (TYP.)

CONC. SLAB

POST FOUNDATION

S

=

5

%

±

UNISTRUT SUPPORT

ELECTRICAL

EQUIPMENT

1" MIN.

HDG. STEEL ROOF TRUSS, QTY 3,

1 PER POST

LIGHT FIXTURE,

QTY. 4 OR

2 EA SIDE

STANDING SEAM METAL ROOFING PER

DISTRICT STD, 24 GA. OVERHANG FRAMING

ALL SIDES.  PROVIDE RIDGE CAP. ROOF

PANELS TO BE DARK/FOREST GREEN.

SECTION A

3'-6" EDGE

DISTANCE, MIN.

3'-6" EDGE

DISTANCE, MIN.

AS REQ'D UP TO

10'-0" MIN

1
'
-
6
"

3
'
-
9
"

6
'
-
0
"

NOTE:

SEE G4-A FOR STRUCTURAL

STEEL AND CONCRETE DETAILS

3

C4x5.4 GALV. PURLIN, QTY 7 EVENLY

ATTACHED TO TABS W/ 

1

2

"Ø GALV. BOLTS.

CONNECT

DOWNSPOUT

TO STORM

DATE: 11-2022 DWG:

SCALE: NTS

G3A

ROOF STRUCTURE FOR

ELECTRICAL ENCLOSURE
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