
SLOPE SHELF TO CHANNEL

THE SIDE OF CHANNEL

SIDE OF MANHOLE AND TO

AND COVER ON UPSTREAM

LOCATE MANHOLE FRAME

ALIGN ONE BOLT HOLE 

OVER LADDER. SEE NOTE 1.

PRECAST CONCRETE

MANHOLE

AT 3/8" PER FOOT

SEE STANDARD MANHOLE S2

FOR PIPE CONNECTION

POLYPROPYLENE 

MANHOLE STEPS

AND LADDER

1. CONFIRM FRAME AND COVER LOCATION WITH DISTRICT.

NOTES:

2" (TYP.)

1'-0" MIN. RADIUS

CHANNEL AS REQUIRED

TYPICAL MAIN CONNECTION

SLOPE SHELF TO CHANNEL

THE SIDE OF CHANNEL

SIDE OF MANHOLE AND TO

AND COVER ON UPSTREAM

LOCATE MANHOLE FRAME

ALIGN ONE BOLT HOLE 

OVER LADDER. SEE NOTE 1.

PRECAST CONCRETE

MANHOLE

AT 3/8" PER FOOT

SEE STANDARD MANHOLE S2

FOR PIPE CONNECTION

POLYPROPYLENE 

MANHOLE STEPS

AND LADDER

NOTES:
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1'-0" MIN. RADIUS

CHANNEL AS REQUIRED

TYPICAL SIDE SEWER CONNECTION (END MANHOLE)

1. CONFIRM FRAME AND COVER LOCATION

WITH DISTRICT.

2. MAXIMUM 3 SIDE SEWER CONNECTIONS

PER MANHOLE.

3. MATCH CROWN ELEVATIONS.

8" MAIN

6" SIDE

SEWER

6" SIDE

SEWER

6" SIDE

SEWER

12" MIN.

MIN. SLOPE = 0.01

DATE: 11-2022 DWG: S2

SANITARY SEWER MAIN AND

SIDE SEWER CONNECTIONS
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